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ABSTRACT

Experimental investigations on the conditions to achieve transient gain in neon-like Ti and nickel-like molybde
num XUV laser pumped by a 1O-HZ sub-Joule femtosecond laser are presented. The 4d-4p (J=O-1) J= 18.9 nrn
and 4f-4d (J=l-1) J= 22.6 nrn lines in Ni-like Mo as well as the 3p-3s (J=O-1) J= 32.6 nm line in neon-like
titanium have been observed. The Ni-like laser lines show a threshold behavior with respect to the pump irraxli-
ance as they appear only above 10M W/cmz. Simulation for the fs-la.ser pumped Ni-like MO XUV laser are also

presented.
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1. INTRODUCTION

Due to the use of the prepulse technique,l neon-like and nickel-like soft-X-ray lasers are routinely realized using

electron collisional excitation. Much progress has been made in reducing the size of the pump laser from the
large ICF (Inertial Confinement ??usion) lasers2-4 using long pulses (~ 100 ps) to the ps pulse CPA (Chirped
Pulse Amplification) systemsS7 with energies down to 5 J. However the major limitations of these devices are

still the size, the costs, and the low repetition rates (time delay between shots ~ 4 minutes) that are dictated
by the cooling times of the amplifier stages of the driving lasers.

Practical applications of such laser sources as a scientific tool requires more compact dimensions and higher
repetition rates.

We present experiments that demonstrate the feasibility of both Ne-like and Ni-like X-ray lasers driven by a
high-repetition (10 Hz), low-energy (300 mJ) pump laser used in a traveling wave configuration.

2. EXPERIMENTAL SETUP

The experiments were carried out by means of the setup shown in Fig.1. Pulses from the ATLAS titanium-
sapphire laser, delivering an energy of 300 mJ in 150 fs, at a central wavelength of 790 nrn, are focused onto
target by a gold-coated cylindrical mirror in oblique incidence configuration. The 60 degrees of incidence angle
produce a velocity of excitation along the 50-~m-wide lins-focus equal to 1.15 c, c being the velocity of light.
A cylindrical lens placed before the cylindrical mirror and with axis orthogonal to the mirror axis is used to
adjust the length of the lin+focus between 3 mm and 6 mm, thus producing an irradiance on target between
6. 1014W/cm2 and 1.2 .1015W/cm2. A 2970 prepulse is produced by an optical delay line consisting of four mirrors
in a dog-leg arrangement. The mainpuls~prepulse delay time is 1.3 ns. The targets are flat slabs of Mo or Ti
and the diagnostics consist of a 0.8 ~m Al filter, a (5000 lines/mm) transmission grating and a CCD camera.
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Figure 1. Experimental setup. The 1O-HZTi:Sa ATLAS laser delivers 300 mJ/150 fs @ 790 nm with a
2% prepulse and a mainpuls~prepulse delay fixed at 1.3 ns. The 50-pm-wide line-focus can be adjusted
between 3 and 6 mm by changing the distance of the cylindrical lens from the cylindrical mirror, giving an
irradiance on target: N 6.1014-1.2.1015 W/cmz. Due to 60° oblique incidence on target, TWE is achieved
with vem= 1.15 c.

3. EXPERIMENTAL RESULTS

Figure 2 shows the axial spectrum of Mo for a 6-mm long line-focus, i.e. 6.1014 W/cmz as an irradiance on
target. The Al L edge is clearly visible together with some Oxygen lines (05+ and 04+) due to impurities into
the vacuum chamber. No other lines are clearly distinguishable. An “ a-posteriori” comparison with Fig.3 helps
us to identify weak lines from Cu-like Mo at 18.3 nm (5p31z-4d5\z ) and 18.6 nrn (5pl/z-4dsjz ) and a barely Visible
laser line from Ni-like Mo at 18.9nm (4d-4p, J= O-l).

Figure 3 shows the axial spectrum of Mo for a 3-mm long line-focus, i.e. 1.2.1015 W/cm2 as an irradiamce on
target. While the lines from Cu-like Mo are more contrasted, the difference with the spectrum at lower irradiance
is the clear build-up of the Ni-like Mo lines: the 4d-4p (J= O-1), ~=18.9 nm line, predicted to have the largest
gain and the 4f-4d (J=l-1), J=22.6 nm self-photopumped line. 8 The observation of the Ni-like Mo’ laser lines is
erratic and the two lines do not always appear together in the spectrum. This confirms a threshold-like behavior
with respect to the pump energy and the fact that our operating conditions are very near to threshold.

Figure 4 shows the axial spectrum of Ti for a 3-mm long line-focus and hence 1.2 .1015 W/cm 2 as an
irradiance on target. The 3p-3s (J= O-1), J=32.6 nm line from Ne-like Ti is evident.

As a general comment to these results we can say that, due to the small amount of pump energy, much smaller
regions of hot plasma are achievable with respect to high-power pump lasers. In any case the major problem
seems to be the short and weak prepulse which makes it difficult to meet the proper conditions for las,ing: a too
short main-pre-pulse delay, to exploit hot pr~pkisma conditions, leads to high electron density g~dients and
hence to refraction losses, while a longer delay, aimed to find a smooth electron density distribution, leads to a
too cold pre-plasma. A longer, on the scale of ns, and more energetic prepulse should solve the situation. This
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Figure 2.Mo axial spectrmnfora 6-mm long lin~focus and 610 14 ~/cmz irradimce on target ‘0

lines are not clemly distinguishable. Oxygen lines originate from impurities.

is confirmed by the results from simulations to be discussed later on. Nonetheless the observation of emission on
thelasing lines of Ne-like Ti and Ni-like Mogives indication ofpossible population inversion, while the results
shown fi-om Ni-like Mo give evidence ofnear-threshold conditions with respect to pump energy.

4. SIMULATIONS

To model the Mo experiments we did LASNEX one-dimensional (ID) computer simulations of a Mo slab illumi-
nated under conditions similar to the experimental conditions. The LASNEX calculations were ID calculations
but include an expansion angle of 15 degrees in the dimension perpendicular to the primary expansion so as to
simulate 2D effects.

The LASNEX calculated densities and temperatures are used as input to the CRETIN code,g which calculates
the gains of the laser lines including radiation trapping effects for the four strong 4f and 4p + 3d resonance lines
in Ni-like Mo. Bulk Doppler effects due to the expansion of the plasmas were also included. The Mo atomic
model used by the CRETIN code includes all 107 detailed levels for levels up to n = 4 in Ni-like Mo.

Two dominant laser lines are predicted; the 4d 1So A 4p lP1 line at 18.9 nm and the 4f lP1 + 4d lPI line
at 22.6 nm. The Ni-like 4d 1So - 4p 1PI line lases by having monopole collisional excitation from the ground
state populate the upper laser level. The lower laser level is depopulated by fast radiative decay to the ground
state. In contrast, the 4f lP1 - 4d lP1 line laws because radiation trapping allows a large radiation field to
build up on the 3d lSO + 4f lPI resonance line and populate the 4f upper laser state by the self-photopurnping
process.s For convenience we leave out the 3d 9 electrons which are common to both states. -

Figure 5 shows the gain versus space and time for the 4d lSO + 4p lP1 laser line at 18.9 nm and the
4f lPI + 4d lPl line at 22.6 nm. The mainpulse peaks at 1 ps on this time scale. The horizontal axis gives
the distance from the target surface in the direction of the plasma expansion. The gray scale varies from O to
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Figure 4. Ti axial spectrum for a ~mm long Iin&focus and 1.21015 W/cmz irradiance on target. The
3p3s (J=O-1), A=32.6 nm line from Ne-like Ti is evident.
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Figure 5. Gain contours vs. space and time for the 18.9-mn and 22.6-nm laser line of Ni-like Mo as
calculated by the CRETIN code with hydrodynamic simulations from LASNEX as input. The main-pulse
peaks at 1 ps on this time scale.
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Figure 3. Mo axial spectrum for a 3-mm long Iin&focus and 1.2.1015 W/cmz irradiance on target. Ni-like
Mo lines appear: the 4d-4p (J=O-1), A= 18.9 nm line, predicted to have the largest gain and the 4f-4d
(J=l-1), A= 22.6 nm se~-photopumped line. Cu-like Mo lines are also seen, but at lower intensity.

300 cm-l with the darkest region representing gains greater than 300 cm– 1. Peak values for the gain are nearly
the same for the two lines but the 18.9 nm line shows a larger gain region in both space and time.

The peak temperature exceeds 1 keV at a distance of 4.5 pm at 1.1 ps but most of the plasma with high gain
has temperatures below 500 eV. In Fig.6 we plot the electron temperature versus time at a position 14 pm from
the target surface. One observed that the temperature quickly reaches a peak of 370 eV and then slowly cools
down. The excitation energy for the 18.9 nrn line is 316 eV. As long as the temperature stays above 180 eV we
still have 50% of the maximum excitation rate which occurs at twice the excitation energy.

If we look at a time of 2 ps where the gain is very strong one predicts peak gain of 342 cm-l for the 18.9 nm
line at 11.6 pm from the surface where the electron temperature is 392 eV, the ion temperature is 3.5 eV, and
the electron density is 3.6.1020 cm–3. The FWHM spatial extent of the gain is only 5 pm. If we now look at one
spatial point about 14 pm from the smrface the FWHM temporal extent of the gain lasts for only 2 ps. For the
22.6 nm line the temporal and spatial extent of the gain is even smaller. Hence both lines show an extremely
small gain region. The weak 150 fs prepulse (2Yo) creates a relatively cold plasma. The main pulse then needs
to do all the heating and ionization of the plasma. A longer, larger prepulse would couple better and create a
larger, more ionized plasma. Calculatiom done using a 60 mJ, 500 ps prepulse show a larger plosma and gain
region for both lines.

5. REFRACTION LOSSES AND EFFICIENT TWE

Severe limitations to fully exploit the gain arise from refraction due to the steep electron density g~sdient and
from the temporal mismatch between the velocity of the excitation and the group velocity of the amplified pulse
along the gain medium, 10’11 i.e. a mismatched TWE. We can evaluate both effects by taking into account the
simulation results for the electron density and gain. We take as a reference the conditions at 2 ps, indicating a
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Figure 6. a): Electron temperature versus time at a position
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bythe LASNEX code. Themainpulse peaks atlpson this time scale. b): Electron density versus distance
from target at a time of 2 ps as calculated by the LASNEX code.

gain of 342 cm – 1 and 272 cm – 1, at about 11.5 pm from the target surface, for the 18.9 nm line and the 22.6 nm
lines, respectively (see Fig.5). The corresponding values for the FWHM of the gain are 5 ~m and 4 pm. The
electron density is 3.6.1020 cm–3 with a gradient equal to -7.7.1023 cm–4 (see Fig.6).

Given these values, we calculate the distance 1, along the propagation direction at which a ray bends out
from the gain regionlz’ 13: 1. = 0.9 mm and 1, = 0.8 mm for the 18.9 run and 22.6 nrn lines, respectively. These
deviations can be compensated using bent targets with a curvature radius of x 8 cm, or a longer prepulse.

To estimate the effect of the temporal mismatch arising from a non perfect TWE, we take the gain peak
values given above and the gain lifetimes of 2 ps and 1 ps, as they result from simulations for the 18.9 run line
and 22.6 nm line respectively. Assuming traveling wave excitation at the speed of light, we can thus calculate
the distance lTW along which the amplified pulse is still within the gain lifetime. 10 It r=ults that the soft-X-raY

photons experience gain on distances of only l=w = 0.8 mm for the 18.9 nm line and l~w = 0.4 mm for the
22.6 nm line. !fkaveling wave excitation at velocities below the speed of light can be used to overcome this laat
limitation. 11

A pump geometry which may solve both problems simultaneously is shown in Fig.7, where a step mirror
placed on the optical path of the short fs mainpulse is used together with oblique incidence to achieve sub-c
TWE, while the longer prepufse is provided by a synchronized ns laser.

6. CONCLUSIONS

Using a sub-Joule 1O-HZ fs laser as a pump, the 4d-4p (J=O-1) A= 18.9 nm and 4f-4d (J=l-1) A= 22.6 nm lines
in Ni-like Mo as well as the 3p-3s (J=O-1) J= 32.6 nm line in Ne-like Ti have been observed. By changing the
line-focus length of the pump laaer, we observed that Ni-like laser lines in Mo appear only above 1015 W/cmz.
These results demonstrate the feasibility of using high-repetition-rate, sub-Joule pump lasers in realizing X-ray
lasers from collisional-excitation laser-produced plasmas. A prepulse on the ns scale is required to provide a
more extended gain medium. Finally we notice that further improvement in the performance is expected using
subc TWE.
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